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SED Series

SARBUZ SED Serisi Endiistriyel Kuru Sogutucular, yatay ve dikey tip kuru ve islak/kuru sogutucular, miisterinin ihtiyaclari dogrultusunda

@500, 630 ve @ 800 fanl olarak tasarlanmaktadir.

SARBUZ SED Series Industrial Dry Cooler, horizontal and vertical type SED series dry and wet/dry coolers are designed with @500, @630 and @800
fan diameters, according to costumers’ needs.

info@sarbuz.com

Uriin Kodlama
Product Classification

Endiistriyel kuru sogutucu
Industrial dry cooler

SED-H-13.50-E1-2,1-N

H: Yatik tip / Horizontal
V:Dik tip / Vertical

Fan dizilimi 1 x3
1 Rows, 3 fans per row

Fan capi
Fan diameter

Batarya kodu
Coil code

Hatve (2,1 mm-2,5mm)
Fin Spacing (2,7 mm - 2,5 mm)

Normal ses seviyesi
Normal noise level

Diisiik ses seviyesi
Low noise level
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SED Endiistriyel Kuru Sogutucular / SE

Kapasite / Capacity
B Lamel Araligi / Fin Spacing 2,1 mm
SED .cevveerseeeese N (73> SO
FAN: 2500 mm 1~ 230V 50Hz 1400 rpm 3~ 400V - A 50Hz 930 rpm
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[m2 [ 1 kW |[[ m3h |[ m3h |[ kW [[ A+-E|[ dB(A) | kW |[ m3h |[ m3%h |[ kW |[A+-E|[ dB(A) |
11 SED-V/H-1150-E1-21 59,0 6,0 19 7538 35 0,61 E 41 14 5058 26 0,30 D 32
@ SED-V/H-1150-E2-2,1 78,7 8,0 21 6983 3,9 0,61 E 41 16 4716 2,9 0,30 D 32
12 SEDV/H-1250-E1-21 1180 12,0 39 15513 7.2 1,22 E 44 30 10116 54 0,60 D 35
SEDV/H-1250E2-21 1573 16,0 46 14450 84 1,22 D 44 34 9431 6,2 0,60 D 35
1x3 SEDV/H-1350-E1-21 1770 18,0 58 23269 108 1,83 E 46 44 15173 82 0,90 D 37
@ SEDVHI1350E221 2360 239 66 21675 12,1 1,83 E 46 49 14147 89 0,90 D 37
x4 SEDV/H-1450-E121 2360 23,9 77 30244 14,2 2,44 E 47 58 19712 108 1,20 D 38
SED-V/H-1450-62-21 3147 319 87 28057 16,0 2,44 E 47 64 18249 11,8 1,20 D 38
2x2 SED-V/H-2250-E1-21 2360 236 78 31025 144 2,44 E 47 59 20231 10,9 1,20 D 38
SEDV/H-2250E2-2,1 3147 314 91 28900 16,8 2,44 D 47 67 18863 124 1,20 D 38
2x3 SED-V/H-23501-21 3540 353 117 46538 21,6 3,66 E 49 88 30346 16,3 1,80 D 40
@R SEDVH2350E221 4720 47,1 132 43350 243 3,66 E 49 97 28294 17,9 1,80 D 40
2x4 SEDV/H-2450E1-21 4720 47,1 162 62051 29,9 4,88 E 50 122 40462 226 2,40 D 41
@ SED-V/H-2450-E2-21 6293 628 182 57801 33,6 4,88 D 50 134 37725 24,7 2,40 D 41
B Lamel Araligi / Fin Spacing 2,5 mm
SED .covveeseeerese N (73> S
FAN: @500 mm 1~ 230V 50Hz 1400 rpm 3~ 400V - A 50Hz 930 rpm
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[m2 [ 1 kW |[ m3h |[ m3h |[ kW |[ A+-E|[ dB(A) kW |[ m3h |[ m3h |[ kW |[A+-E|[ dB(A)
1x1 SEDV/H-1150-E1-25 59,0 6,0 17 7936 32 061 E 41 13 5188 24 0,30 D 32
@ SEDVHI1S0E225 787 8,0 20 7428 37 061 E 41 15 4845 2,7 0,30 D 32
@ SEDV/H-1250-E1-25 1180 12,0 36 15872 66 1,22 E 44 27 10375 5,0 0,60 D 35
SEDV/H-1250E2-25 1573 16,0 42 14856 7,8 1,22 D 44 32 9691 5.8 0,60 D 35
1x3 SEDV/H-1350-E1-25 1770 18,0 53 23808 98 1,83 E 46 41 15563 7,5 0,90 D 37
@ SED-V/H-1350-62-25 2360 239 61 22285 113 1,83 E 46 46 14536 84 0,90 D 37
x4 SEDV/H-1450E125 2360 23,9 70 31025 13,0 2,44 E 47 54 20231 10,0 1,20 D 38
SEDV/H-1450-E2-25 3147 319 81 28900 14,9 2,44 E 47 60 18863 11,1 1,20 D 38
2X2 SED-V/H-2250-E1-25 2360 236 71 31744 13,1 2,44 E 47 55 20750 10,1 1,20 D 38
@ SEDV/H-2250E2-25 3147 314 91 28900 16,8 2,44 D 47 63 19382 11,7 1,20 D 38
2x3 SED-V/H-2350-E1-25 3540 353 107 47616 19,6 3,66 E 49 82 31125 15,1 1,80 D 40
@ SEDV/H-2350E2-25 4720 47,1 122 44569 226 3,66 E 49 91 29072 16,9 1,80 D 40
%él SED-V/H-2450E1-25 4720 47,1 148 63488 272 4,88 E 50 113 41500 209 2,40 D 41
SED-V/H-2450E2-25 6293 628 170 59426 313 4,88 D 50 127 38763 233 2,40 D 41
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B Lamel Araligi / Fin Spacing 2,1 mm/2,5 mm

Olgiiler Baglantilar
Dimensions Connections
MODEL Fn
L H D A B B1 B2 B3 c G K Giris || Cikas
Inlet || Outlet
[ mm |[[ mm [[ mm |[ mm |[[ mm |[ mm |[[ mm |[[ mm |[ mm |[[ mm |[ mm |[ Inch |[ Inch |
SED-V/H-11.50-E1 1030 926 922 300 724 = = = 872 500 800 1" 1"
SED-V/H-11.50-E2 1030 926 922 300 724 - - - 872 500 800 1" 1"
SED-V/H-12.50-E1 1830 926 922 300 1524 = = = 872 500 800 11/4" 11/4"
SED-V/H-12.50-E2 1830 926 922 300 1524 - - - 872 500 800 11/4" 11/4"
SED-V/H-13.50-E1 2630 926 922 300 2324 752 = 1572 872 500 800 11/2" 11/2"
SED-V/H-13.50-E2 2630 926 922 300 2324 752 - 1572 872 500 800 2" 2"
SED-V/H-14.50-E1 3430 926 922 300 3124 1552 = 1572 872 500 800 2" 2"
SED-V/H-14.50-E2 3430 926 922 300 3124 1552 - 1572 872 500 800 2" 2"
SED-V/H-22.50-E1 1830 1026 1722 300 1524 = = = 1672 600 900 2" 2"
SED-V/H-22.50-E2 1830 1026 1722 300 1524 - - - 1672 600 900 2" 2"
SED-V/H-23.50-E1 2630 1026 1722 300 2324 752 = 1572 1672 600 900 21/2" 21/2"
SED-V/H-23.50-E2 2630 1026 1722 300 2324 752 - 1572 1672 600 900 21/2" 21/2"
SED-V/H-24.50-E1 3430 1026 1722 300 3124 1552 - 1572 1672 600 900 3" 3"
SED-V/H-24.50-E2 3430 1026 1722 300 3124 1552 - 1572 1672 600 900 3" 3"
Teknik Cizim / Technical Drawing
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Kapasite / Capacity
B Lamel Araligi / Fin Spacing 2,1 mm

1 = » IS || SED ...covvverenennne L
FAN: @800 mm 1~ 230V 50Hz 1400 rpm 3~ 400V - A 50HZ 930 rpm
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[ 1 kW | [ m3h |[ m3h kW [[A+-E|[dB(A) |[ kW |[ m¥h |[ m3n kW |[A+-E|[ dB(A) |
SED-V/H-12.80-E1-2,1 25,1 91 38472 16,7 3,40 E 44 77 14760 14,2 2,30 E
SED-V/H-12.80-E2-2,1 335 104 36040 191 3,40 E 44 85 13500 15,7 2,30 D
1x2 SED-V/H-12.80-E3-2,1 29,3 101 40451 18,7 3,40 B 44 86 15560 15,9 2,30 D
SED-V/H-12.80-E4-2,1 39,1 116 38234 21,3 3,40 E 44 96 14670 17,8 2,30 D
SED-V/H-12.80-E5-2,1 335 111 41858 20,4 3,40 B 44 94 16420 17,4 2,30 D
SED-V/H-12.80-E6-2,1 44,7 127 40046 23,3 3,40 D 44 105 15520 19,4 2,30 D
SED-V/H-13.80-E1-2,1 37,7 138 57708 25,5 5,10 E 46 117 29520 21,6 3,45 E
SED-V/H-13.80-E2-2,1 50,3 158 54060 29,1 5,10 E 46 130 26990 239 3,45 D
1x3 SED-V/H-13.80-E3-2,1 44,0 154 60676 28,4 5,10 E 46 131 31320 24,2 3,45 D
SED-V/H-13.80-E4-2,1 58,7 176 57351 324 5,10 E 46 146 29340 27,0 3,45 D
SED-V/H-13.80-E5-2,1 50,3 168 62786 31,0 5,10 B 46 143 32840 264 3,45 D
SED-V/H-13.80-E6-2,1 67,0 192 60069 354 5,10 D 46 160 31050 29,5 3,45 D
SED-V/H-14.80-E1-2,1 50,3 181 76944 333 6,80 E 47 154 44290 283 4,60 D
SED-V/H-14.80-E2-2,1 67,0 207 72081 38,1 6,80 E 47 170 40490 31,4 4,60 D
1x4 SED-V/H-14.80-E3-2,1 58,7 203 80902 37,3 6,80 E 47 172 46980 31,8 4,60 D
SED-V/H-14.80-E4-2,1 78,2 231 76467 42,6 6,80 E 47 193 44010 35,5 4,60 D
SED-V/H-14.80-E5-2,1 67,0 221 83715 40,8 6,80 B 47 189 49260 34,8 4,60 D
SED-V/H-14.80-E6-2,1 89,4 252 76277 46,4 6,80 D 47 206 46570 38,1 4,60 D
SED-V/H-15.80-E1-2,1 62,8 233 96180 43,0 8,50 B 48 198 54720 36,5 5,75 D
SED-V/H-15.80-E2-2,1 83,8 266 90101 49,1 8,50 E 48 219 49280 40,4 5,75 D
1x5 SED-V/H-15.80-E3-2,1 117,5 265 96657 48,8 8,50 B 48 222 59230 40,9 5,75 D
SED-V/H-15.80-E4-2,1 156,6 296 90637 54,5 8,50 E 48 240 54260 44,2 5,75 D
SED-V/H-15.80-E5-2,1 134,3 290 100949 53,4 8,50 B 48 243 62640 44,8 575 D
SED-V/H-15.80-E6-2,1 179,0 323 95346 59,6 8,50 D 48 265 58590 48,8 5,75 D
SED-V/H-16.80-E1-2,1 120,8 291 109480 53,7 10,20 E 49 241 68400 44,5 6,90 D
SED-V/H-16.80-E2-2,1 161,1 322 100396 59,4 10,20 E 49 259 61600 47,7 6,90 D
1x6 SED-V/H-16.80-E3-2,1 141,0 325 115989 59,9 10,20 E 49 272 74040 50,1 6,90 D
SED-V/H-16.80-E4-2,1 188,0 362 108765 66,8 10,20 E 49 294 67820 54,1 6,90 D
SED-V/H-16.80-E5-2,1 161,1 354 121138 65,3 10,20 E 49 297 78300 54,7 6,90 D
SED-V/H-16.80-E6-2,1 214,8 395 114415 72,8 10,20 D 49 323 73240 59,6 6,90 D
SED-V/H-22.80-E1-2,1 50,3 181 76944 334 6,80 B 47 154 59142 284 4,60 B
SED-V/H-22.80-E2-2,1 67,0 207 72081 38,2 6,80 E 47 170 54165 31,4 4,60 D
2x2 SED-V/H-22.80-E3-2,1 58,7 203 80902 37,4 6,80 B 47 173 62736 31,8 4,60 D
SED-V/H-22.80-E4-2,1 78,2 232 76467 42,7 6,80 E 47 193 58773 35,6 4,60 D
SED-V/H-22.80-E5-2,1 67,0 222 83715 40,8 6,80 B 47 189 65500 34,8 4,60 D
SED-V/H-22.80-E6-2,1 89,4 253 80091 46,7 6,80 D 47 211 61906 38,9 4,60 D
SED-V/H-23.80-E1-2,1 754 276 115416 50,9 10,20 B 49 235 88712 43,3 6,90 E
SED-V/H-23.80-E2-2,1 100,5 315 108121 58,1 10,20 E 49 260 81248 47,9 6,90 D
2 SED-V/H-23.80-E3-2,1 88,0 309 121353 56,9 10,20 E 49 263 94104 48,4 6,90 D
SED-V/H-23.80-E4-2,1 117,3 352 114701 64,9 10,20 E 49 293 88159 54,0 6,90 D
SED-V/H-23.80-E5-2,1 100,5 319 125573 58,9 10,20 E 49 273 98251 50,2 6,90 D
SED-V/H-23.80-E6-2,1 134,1 379 120137 69,9 10,20 D 49 316 92859 58,2 6,90 D
SED-V/H-24.80-E1-2,1 100,5 362 153888 66,7 13,60 B 50 307 118283 56,7 9,20 B 44
SED-V/H-24.80-E2-2,1 134,1 413 144161 76,2 13,60 E 50 340 108330 62,7 9,20 E 44
2x4 SED-V/H-24.80-E3-2,1 117,3 405 161804 74,7 13,60 B 50 307 118283 56,7 9,20 E 44
SED-V/H-24.80-E4-2,1 156,4 463 152935 85,3 13,60 E 50 385 117546 71,0 9,20 D 44
SED-V/H-24.80-E5-2,1 1341 442 167430 81,6 13,60 E 50 377 131001 69,6 9,20 D 44
SED-V/H-24.80-E6-2,1 178,8 506 160183 93,3 13,60 D 50 421 123813 77,7 9,20 D 44
SED-V/H-25.80-E1-2,1 125,7 489 196771 90,1 17,00 B 51 416 151771 76,6 11,50 = 45
SED-V/H-25.80-E2-2,1 167,6 533 180201 98,2 17,00 E 51 438 135413 80,8 11,50 D 45
2 SED-V/H-25.80-F3-2,1 146,6 520 202255 95,9 17,00 B 51 442 156839 81,6 11,50 D 45
SED-V/H-25.80-F4-2,1 195,5 593 191168 109,3 17,00 E 51 493 146932 91,0 11,50 D 45
SED-V/H-25.80-F5-2,1 282,0 597 204639 110,1 17,00 B 51 501 159258 92,4 11,50 D 45
SED-V/H-25.80-F6-2,1 376,0 667 194149 123,0 17,00 D 51 547 149467 100,8 11,50 D 45
SED-V/H-26.80-F1-2,1 241,7 582 218960 107,3 20,40 B 52 483 165260 88,9 13,80 B 46
SED-V/H-26.80-F2-2,1 322,22 671 200792 123,7 20,40 E 52 538 148949 99,2 13,80 D 46
2x6 SED-V/H-26.80-F3-2,1 282,0 650 231977 119,8 20,40 B 52 543 178531 100,2 13,80 D 46
SED-V/H-26.80-F4-2,1 376,0 725 217529 133,6 20,40 E 52 587 163878 108,2 13,80 D 46
SED-V/H-26.80-F5-2,1 322,2 709 242277 130,6 20,40 E 52 594 187931 109,5 13,80 D 46
SED-V/H-26.80-F6-2,1 429,7 790 228830 145,6 20,40 D 52 647 175766 119,2 13,80 D 46
SINCE 1974
SARBUZ
HEAT EXCHANGERS 216 www.sarbuz.com




Olciiler/Measures

Olgiiler Baglantilar
Dimensions Connections
MODEL L H D A B B1 B2 B3 c G K Giris || Cikis
Inlet || Outlet
[mm |[[ mm [[ mm |[ mm |[[ mm |[ mm |[[ mm |[[ mm |[ mm |[[ mm |[ mm |[ Inch |[ Inch |
SED-V/H-12.80-E1-2,1 2650 1283 1322 400 2304 1132 - 1172 1272 600 1000 2" 2"
SED-V/H-12.80-E2-2,1 2650 1283 1322 400 2304 1132 - 1172 1272 600 1000 21/2" 21/2"
SED-V/H-12.80-E3-2,1 3050 1283 1322 400 2704 1332 - 1372 1272 600 1000 21/2" 21/2"
SED-V/H-12.80-E4-2,1 3050 1283 1322 400 2704 1332 - 1372 1272 600 1000 21/2" 21/2"
SED-V/H-12.80-E5-2,1 3450 1283 1322 400 3104 1532 = 1572 1272 600 1000 21/2" 21/2"
SED-V/H-12.80-E6-2,1 3450 1283 1322 400 3104 1532 - 1572 1272 600 1000  21/2"  21/2"
SED-V/H-13.80-E1-2,1 3850 1283 1322 400 3504 1132 1200 1172 1272 600 1000 21/2" 21/2"
SED-V/H-13.80-E2-2,1 3850 1283 1322 400 3504 1132 1200 1172 1272 600 1000 3" 3"
SED-V/H-13.80-E3-2,1 4450 1283 1322 400 4104 1332 1400 1372 1272 600 1000 21/2" 21/2"
SED-V/H-13.80-E4-2,1 4450 1283 1322 400 4104 1332 1400 1372 1272 600 1000 3" 3"
SED-V/H-13.80-E5-2,1 5050 1283 1322 400 4704 1532 1600 1572 1272 600 1000 3" 3"
SED-V/H-13.80-E6-2,1 5050 1283 1322 400 4704 1532 1600 1572 1272 600 1000 3" 3"
SED-V/H-14.80-E1-2,1 5050 1333 1275 450 4704 1132 1200 1172 1225 600 1050 3" 3"
SED-V/H-14.80-E2-2,1 5050 1333 1275 450 4704 1132 1200 1172 1225 600 1050 3" 3"
SED-V/H-14.80-E3-2,1 5850 1333 1275 450 5504 1332 1400 1372 1225 600 1050 3" 3"
SED-V/H-14.80-E4-2,1 5850 1333 1275 450 5504 1332 1400 1372 1225 600 1050 31/2" 31/2"
SED-V/H-14.80-E5-2,1 6650 1333 1275 450 6304 1532 1600 1572 1225 600 1050 31/2" 31/2"
SED-V/H-14.80-E6-2,1 6650 1333 1275 450 6304 1532 1600 1572 1225 600 1050 312"  31/2"
SED-V/H-15.80-E1-2,1 6250 1333 1275 450 5904 1132 1200 1172 1225 600 1050 31/2" 31/2"
SED-V/H-15.80-E2-2,1 6250 1333 1275 450 5904 1132 1200 1172 1225 600 1050 31/2" 31/2"
SED-V/H-15.80-E3-2,1 7250 1333 1275 450 6904 1332 1400 1372 1225 600 1050 31/2" 31/2"
SED-V/H-15.80-E4-2,1 7250 1333 1275 450 6904 1332 1400 1372 1225 600 1050 4" 4"
SED-V/H-15.80-E5-2,1 8250 1333 1275 450 7904 1532 1600 1572 1225 600 1050 4" 4"
SED-V/H-15.80-E6-2,1 8250 1333 1275 450 7904 1532 1600 1572 1225 600 1050 4" 4
SED-V/H-16.80-E1-2,1 7450 1333 1275 450 7104 1132 1200 1172 1225 600 1050 4" 4"
SED-V/H-16.80-E2-2,1 7450 1333 1275 450 7104 1132 1200 1172 1225 600 1050 4" 4"
SED-V/H-16.80-E3-2,1 8650 1333 1275 450 8304 1332 1400 1372 1225 600 1050 4" 4"
SED-V/H-16.80-E4-2,1 8650 1333 1275 450 8304 1332 1400 1372 1225 600 1050 5" 5"
SED-V/H-16.80-E5-2,1 9850 1333 1275 450 9504 1532 1600 1572 1225 600 1050 5" 5"
SED-V/H-16.80-E6-2,1 9850 1333 1275 450 9504 1532 1600 1572 1225 600 1050 5" 5
SED-V/H-22.80-E1-2,1 2650 1483 2422 400 2304 1132 - 1172 2372 800 1200 3" 3"
SED-V/H-22.80-E2-2,1 2650 1483 2422 400 2304 1132 - 1172 2372 800 1200 3" 3"
SED-V/H-22.80-E3-2,1 3050 1483 2422 400 2704 1332 - 1372 2372 800 1200 3" 3"
SED-V/H-22.80-E4-2,1 3050 1483 2422 400 2704 1332 - 1372 2372 800 1200 31/2" 31/2"
SED-V/H-22.80-E5-2,1 3450 1483 2422 400 3104 1532 - 1572 2372 800 1200 31/2" 31/2"
SED-V/H-22.80-E6-2,1 3450 1483 2422 400 3104 1532 - 1572 2372 800 _ 1200 _ 31/2"  31/2"
SED-V/H-23.80-E1-2,1 3850 1483 2422 400 3504 1132 1200 1172 2372 800 1200 31/2" 31/2"
SED-V/H-23.80-E2-2,1 3850 1483 2422 400 3504 1132 1200 1172 2372 800 1200 4" 4"
SED-V/H-23.80-E3-2,1 4450 1483 2422 400 4104 1332 1400 1372 2372 800 1200 4" 4"
SED-V/H-23.80-E4-2,1 4450 1483 2422 400 4104 1332 1400 1372 2372 800 1200 5" 5"
SED-V/H-23.80-E5-2,1 5050 1483 2422 400 4704 1532 1600 1572 2372 800 1200 4" 4"
SED-V/H-23.80-E6-2,1 5050 1483 2422 400 4704 1532 1600 1572 2372 800 1200 5" 5"
SED-V/H-24.80-E1-2,1 5050 1533 2422 450 4704 1132 1200 1172 2372 800 1250 5" 5"
SED-V/H-24.80-E2-2,1 5050 1533 2422 450 4704 1132 1200 1172 2372 800 1250 5" 5"
SED-V/H-24.80-E3-2,1 5850 1533 2422 450 5504 1332 1400 1372 2372 800 1250 5" 5"
SED-V/H-24.80-E4-2,1 5850 1533 2422 450 5504 1332 1400 1372 2372 800 1250 5" 5"
SED-V/H-24.80-E5-2,1 6650 1533 2422 450 6304 1532 1600 1572 2372 800 1250 5" 5"
SED-V/H-24.80-E6-2,1 6650 1533 2422 450 6304 1532 1600 1572 2372 _ 80 1250 5" 5
SED-V/H-25.80-E1-2,1 6250 1533 2422 450 5904 1132 1200 1172 2372 800 1250 5" 5"
SED-V/H-25.80-E2-2,1 6250 1533 2422 450 5904 1132 1200 1172 2372 800 1250 6" 6"
SED-V/H-25.80-E3-2,1 7250 1533 2422 450 6904 1332 1400 1372 2372 800 1250 6" 6"
SED-V/H-25.80-E4-2,1 7250 1533 2422 450 6904 1332 1400 1372 2372 800 1250 6" 6"
SED-V/H-25.80-E5-2,1 8650 1533 2422 450 8304 1612 1680 1652 2372 800 1250 6" 6"
SED-V/H-25.80-E6-2,1 8650 1533 2422 450 8304 1612 1680 1652 2372 800 1250 6" 6
SED-V/H-26.80-E1-2,1 7450 1533 2422 450 7104 1132 1200 1172 2372 800 1250 6" 6"
SED-V/H-26.80-E2-2,1 7450 1533 2422 450 7104 1132 1200 1172 2372 800 1250 6" 6"
SED-V/H-26.80-E3-2,1 8650 1533 2422 450 8304 1332 1400 1372 2372 800 1250 6" 6"
SED-V/H-26.80-E4-2,1 8650 1533 2422 450 8304 1332 1400 1372 2372 800 1250 6" 6"
SED-V/H-26.80-E5-2,1 9850 1533 2422 450 9504 1532 1600 1572 2372 800 1250 6" 6"
SED-V/H-26.80-E6-2,1 9850 1533 2422 450 9504 1532 1600 1572 2372 800 1250 6" 6"
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Kapasite / Capacity
B Lamel Araligi / Fin Spacing 2,5 mm

SED .coeeerenerenne N SED .cvverveenrens L
FAN: 2800 mm 3~ 400V - A 50Hz 880 rpm 3~ 400V - Y 50Hz 670 rpm
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[m2 [ 1 [ kw [ m3n |[ m¥h || kW |[A+-E|[ dB(A) ] kW || m3h |[ m3%h |[ kW |[A+-E|[ dB(A) |
SED-V/H-12.80-E1-25  210,1 25,1 82 39330 15,1 3,40 E 44 71 30331 13,0 2,30 E 38
SED-V/H-12.80-E2-25 2801 33,5 3 36970 17,6 3,40 E 44 80 28096 14,8 2,30 D 38
152 SED-V/H-1280-E325  245,1 293 92 41142 17,0 3,40 E 44 79 32059 14,6 2,30 D 38
SED-V/H-1280-E4-25 3268 39,1 107 39116 19,8 3,40 E 44 107 39116 19,8 2,30 D 38
SED-V/H-12.80-E5-25 2801 33,5 101 42478 185 3,40 E 44 87 33349 16,0 2,30 D 38
SED-VH-1280-E6-25 3734 44,7 117 40761 216 3,40 D 44 99 31690 18,2 2,30 D 38
SED-V/H-1380-E1-25  315,1 37,7 125 58996 23,1 5,10 E 46 107 45497 19,8 3,45 E 40
SED-V/H-1380-E2-2,5 4201 50,3 146 55455 26,9 5,10 E 46 130 40624 23,9 3,45 D 40
1x3 SEDV/H-1380-E3-25 367,6 44,0 140 61714 258 5,10 E 46 120 48089 22,2 3,45 D 40
SED-V/H-13.80-E4-2,5 4901 58,7 163 58674 30,0 5,10 E 46 137 45186 252 3,45 D 40
SED-V/H-1380-E5-2,5 4201 50,3 153 63716 282 5,10 E 46 143 49125 264 3,45 D 40
SED-V/H-1380-E6-25 5602 67,0 178 61141 32,8 5,10 D 46 150 47536 27,6 3,45 D 40
SED-V/H-14.80-E1-25  420,1 50,3 164 78661 30,2 6,80 E 47 141 60662 259 4,60 D 41
SED-V/H-1480-E2-25 560,2 67,0 191 73940 3572 6,80 E 47 160 56193 29,5 4,60 D 41
1x4 SED-V/H-1480-E3-25  490,1 58,7 184 82285 339 6,80 E 47 158 64118 29,1 4,60 b} 41
SED-V/H-1480-E425 6535 78,2 214 78232 394 6,80 E 47 180 60247 332 4,60 D 41
SEDV/H-1480-E5-25 5602 67,0 201 84955 37,0 6,80 E 47 173 66698 31,9 4,60 D 41
SED-V/H-1480-E6-25 7469 89,4 236 78089 43,5 6,80 D 47 195 60155 36,0 4,60 D 41
SED-V/H-1580-E1-25 5252 62,8 212 98326 39,0 8,50 E 48 181 75828 33,5 5,75 D 42
SED-V/H-1580-E2-25 7002 83,8 246 92425 454 8,50 E 48 206 70241 38,0 5,75 D 42
1x5 SED-V/H-1580-E325 6127 1175 243 98803 44,8 8,50 E 48 205 76231 37,8 5,75 D 42
SED-V/H-1580-4-25 8169  156,6 277 92962 51,1 8,50 E 48 228 70817 42,1 5,75 D 42
SED-V/H-1580-E5-25 7002 1343 266 102677 49,0 8,50 E 48 225 80032 41,5 5,75 D 42
SED-V/H-1580-E6-25 933,6  179,0 303 97611 559 8,50 D 48 251 75194 46,3 5,75 D 42
SED-V/H-1680-E1-25 6302  120,8 267 112198 492 10,20 E 49 225 85810 41,5 6,90 D 43
SED-V/H-1680-E2-25 8402  161,1 303 103972 558 10,20 E 49 247 77516 455 6,90 D 43
1x6 SEDV/H-1680-E3-25 7352  141,0 298 118563 55,0 10,20 E 49 252 91477 464 6,90 D 43
SED-V/H-1680-E4-25 980,3  188,0 340 111554 62,6 10,20 E 49 280 84980 51,6 6,90 D 43
SED-V/H-1680-E525 8402  161,1 325 123213 599 10,20 E 49 275 96039 50,8 6,90 D 43
SED-V/H-1680-E6-25 11203  214,8 371 117133 683 10,20 E 49 307 90233 56,6 6,90 D 43
SED-V/H-22.80-E1-25  420,1 50,3 164 78661 30,3 6,80 E 47 141 60662 26,0 4,60 E 41
SED-V/H-2280-E2-25 5602 67,0 191 73940 353 6,80 E 47 160 56193 29,5 4,60 E 41
2x2 SEDV/H-22.80-E3-25  490,1 58,7 184 82285 33,9 6,80 E 47 158 64118 292 4,60 E 41
SED-V/H-22.80-E4-25 6535 78,2 214 78232 395 6,80 E 47 180 60247 332 4,60 D 41
SED-V/H-2280-E5-25 5602 67,0 201 84955 37,1 6,80 E 47 173 66698 31,9 4,60 D 41
SED-V/H-2280-E6-25 7469 89,4 234 81522 43,2 6,80 E 47 211 61906 389 4,60 D 41
SED-V/H-2380-E1-25 6302 754 251 117991 46,2 10,20 E 49 198 63381 364 6,90 E 43
SED-V/H-2380-E2-25 8402  100,5 292 110910 537 10,20 E 49 215 90993 39,6 6,90 E 43
2x3 SEDV/H-2380-E3-25 7352 880 280 123427 516 10,20 E 49 241 96177 444 6,90 E 43
SED-V/H-2380-E425 9803  117,3 326 117348 60,0 10,20 E 49 274 90371 505 6,90 D 43
SEDV/H-2380-E5-25 8402  100,5 290 127433 534 10,20 E 49 250 100048 46,0 6,90 E 43
SED-V/H-2380-E6-25 11203 134,1 351 122283 64,7 10,20 E 49 296 95071 54,5 6,90 D 43
SED-V/H-2480-E1-25 8402  100,5 328 157322 60,5 13,60 E 50 281 121324 519 9,20 E 44
SED-V/H-2480-E225 11203  134,1 382 147880 70,4 13,60 E 50 320 112385 589 9,20 E a4
2x4 SED-V/H-2480-E3-25 9803 1173 367 164569 67,7 13,60 E 50 316 128236 58,2 9,20 E 44
SED-V/H-2480-E4-25 13070  156,4 428 156463 78,9 13,60 E 50 360 120495 66,4 9,20 D 44
SED-V/H-2480-E5-25 11203  134,1 402 169910 74,1 13,60 E 50 346 133397 638 9,20 D 44
SED-V/H-2480-E6-25 14938  178,8 468 163044 86,3 13,60 E 50 395 126762 728 9,20 D 44
SEDV/H-25.80-E1-25 1050,3 1257 444 200824 81,8 17,00 E 51 381 155457 70,2 11,50 E 45
SED-V/H-25.80-E2-25 14004  167,6 492 184850 90,7 17,00 E 51 412 140482 759 11,50 E 45
2x5 SED-V/H-2580-F3-25 12254 1466 472 205712 87,0 17,00 E 51 405 160295 74,7 11,50 E 45
SED-V/H-2580-F4-25 1633,8 1955 548 207858 1010 17,00 E 51 462 150619 85,1 11,50 D 45
SED-V/H-2580-F5-25 14704  282,0 626 198440 1153 17,00 E 51 465 162599 85,7 11,50 D 45
SED-V/H-25.80-F6-25 1960,6  376,0 597 237127 1100 17,00 D 51 518 153153 95,5 11,50 D 45
SEDV/H-2680-F1-25 12604  241,7 534 224395 98,5 20,40 E 52 450 171619 82,9 13,80 E 46
SED-V/H-2680-F2-25 16805  322,2 632 207945 1164 20,40 E 52 514 155031 94,7 13,80 D 46
2x6 SEDV/H-2680-F3-25 14704  282,0 597 237127 1100 20,40 E 52 504 182954 92,8 13,80 E 46
SED-V/H-2680-F4-25 1960,6  376,0 679 223108 1252 20,40 E 52 560 169960  103,2 13,80 D 46
SED-V/H-2680-F5-25 16805  322,2 650 246425 1199 20,40 E 52 551 192078  101,5 13,80 D 46
SED-V/H-2680-F6-25 2240,7  429,7 741 234266 1366 20,40 D 52 614 180466  113,1 13,80 D 46
SINCE 1974 . r‘ n
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Olciiler/Measures

Olgiiler Baglantilar
Dimensions Connections
MODEL L H D A B B1 B2 B3 c G K Giris || Cikis
Inlet || Outlet
[mm |[[ mm [[ mm |[ mm |[[ mm |[ mm |[[ mm |[[ mm |[ mm |[[ mm |[ mm |[ Inch |[ Inch |
SED-V/H-12.80-E1-2,5 2650 1283 1322 400 2304 1132 - 1172 1272 600 1000 2" 2"
SED-V/H-12.80-E2-2,5 2650 1283 1322 400 2304 1132 - 1172 1272 600 1000 21/2" 21/2"
SED-V/H-12.80-E3-2,5 3050 1283 1322 400 2704 1332 - 1372 1272 600 1000 21/2" 21/2"
SED-V/H-12.80-E4-2,5 3050 1283 1322 400 2704 1332 - 1372 1272 600 1000 21/2" 21/2"
SED-V/H-12.80-E5-2,5 3450 1283 1322 400 3104 1532 = 1572 1272 600 1000 21/2" 21/2"
SED-V/H-12.80-E6-25 3450 1283 1322 400 3104 1532 - 1572 1272 600 1000  21/2"  21/2"
SED-V/H-13.80-E1-2,5 3850 1283 1322 400 3504 1132 1200 1172 1272 600 1000 21/2" 21/2"
SED-V/H-13.80-E2-2,5 3850 1283 1322 400 3504 1132 1200 1172 1272 600 1000 3" 3"
SED-V/H-13.80-E3-2,5 4450 1283 1322 400 4104 1332 1400 1372 1272 600 1000 21/2" 21/2"
SED-V/H-13.80-E4-2,5 4450 1283 1322 400 4104 1332 1400 1372 1272 600 1000 3" 3"
SED-V/H-13.80-E5-2,5 5050 1283 1322 400 4704 1532 1600 1572 1272 600 1000 3" 3"
SED-V/H-13.80-E6-2,5 5050 1283 1322 400 4704 1532 1600 1572 1272 600 1000 3" 3"
SED-V/H-14.80-E1-2,5 5050 1333 1275 450 4704 1132 1200 1172 1225 600 1050 3" 3"
SED-V/H-14.80-E2-2,5 5050 1333 1275 450 4704 1132 1200 1172 1225 600 1050 3" 3"
SED-V/H-14.80-E3-2,5 5850 1333 1275 450 5504 1332 1400 1372 1225 600 1050 3" 3"
SED-V/H-14.80-E4-2,5 5850 1333 1275 450 5504 1332 1400 1372 1225 600 1050 31/2" 31/2"

SED-V/H-14.80-E5-2,5 6650 1333 1275 450 6304 1532 1600 1572 1225 600 1050 312" 31/2"
SED-V/H-14.80-E6-2,5 6650 1333 1275 450 6304 1532 1600 1572 1225 600 1050 31/2" 31/2"
SED-V/H-15.80-E1-2,5 6250 1333 1275 450 5904 1132 1200 1172 1225 600 1050 31/2" 31/2"
SED-V/H-15.80-E2-2,5 6250 1333 1275 450 5904 1132 1200 1172 1225 600 1050 31/2" 31/2"
SED-V/H-15.80-E3-2,5 7250 1333 1275 450 6904 1332 1400 1372 1225 600 1050 31/2" 31/2"

SED-V/H-15.80-E4-25 7250 1333 1275 450 6904 1332 1400 1372 1225 600 1050 4 4
SED-V/H-15.80-E5-2,5 ~ 8250 1333 1275 450 7904 1532 1600 1572 1225 600 1050 4 4
SED-V/H-1580-E6-25 8250 1333 1275 450 7904 1532 1600 1572 1225 600 1050 4" 4
SED-V/H-1680-E1-25 ~ 7450 1333 1275 450 7104 1132 1200 1172 1225 600 1050 4 4
SED-V/H-1680-E2-25 7450 1333 1275 450 7104 1132 1200 1172 1225 600 1050 4 4
SED-V/H-16.80-E3-2,5 ~ 8650 1333 1275 450 8304 1332 1400 1372 1225 600 1050 4 4
SED-V/H-16.80-E4-2,5 8650 1333 1275 450 8304 1332 1400 1372 1225 600 1050 5" 5"
SED-V/H-1680-E5-25 ~ 9850 1333 1275 450 9504 1532 1600 1572 1225 600 1050 5 5
SED-V/H-16.80-E6-2,5 9850 1333 1275 450 9504 1532 1600 1572 1225 600 1050 5" 5"
SED-V/H-22.80-E1-25 2650 1483 2422 400 2304 1132 - 172 3722 800 1200 3" 3"
SED-V/H-22.80-E2-2,5 2650 1483 2422 400 2304 1132 - 172 2372 800 1200 37 3"
SED-V/H-22.80-E3-25 ~ 3050 1483 2422 400 2704 1332 - 1372 2372 800 1200 3" P
SED-V/H-22.80-E4-25 3050 1483 2422 400 2704 1332 - 1372 2372 800 1200 312" 3172
SED-V/H-22.80-E5-25 ~ 3450 1483 2422 400 3104 1532 - 1572 2372 800 1200 312" 31/2"

SED-V/H-22.80-E6-2,5 3450 1483 2422 400 3104 1532 - 1572 2372 800 1200 312" 31/2"
SED-V/H-23.80-E1-2,5 3850 1483 2422 400 3504 1132 1200 1172 2372 800 1200 31/2" 31/2"

SED-V/H-23.80-E2-25 3850 1483 2422 400 3504 1132 1200 1172 2372 800 1200 4 4
SED-V/H-23.80-E3-25 ~ 4450 1483 2422 400 4104 1332 1400 1372 2372 800 1200 4 4
SED-V/H-23.80-E4-25 4450 1483 2422 400 4104 1332 1400 1372 2372 800 1200 5" 5"
SEDV/H-23.80-E5-25 ~ 5050 1483 2422 400 4704 1532 1600 1572 2372 800 1200 4 4
SED-V/H-23.80-E6-25 5050 1483 2422 400 4704 1532 1600 1572 2372 800 1200 5" 5
SED-V/H-24.80-E1-25 5050 1533 2422 450 4704 1132 1200 1172 2372 800 1250 5" 5"
SED-V/H-24.80-E2-2,5 5050 1533 2422 450 4704 1132 1200 1172 2372 800 1250 5" 5"
SED-V/H-24.80-E3-2,5 5850 1533 2422 450 5504 1332 1400 1372 2372 800 1250 5" 5"
SED-V/H-24.80-E4-25 5850 1533 2422 450 5504 1332 1400 1372 2372 800 1250 5 5
SED-V/H-24.80-E5-25 ~ 6650 1533 2422 450 6304 1532 1600 1572 2372 800 1250 5" 5"
SED-V/H-24.80-E6-2,5 6650 1533 2422 450 6304 1532 1600 1572 2372 800 1250 5" 5
SED-V/H-25.80-E1-2,5 6250 1533 2422 450 5004 1132 1200 1172 2372 800 1250 5" 5"
SED-V/H-25.80-E2-2,5 6250 1533 2422 450 5004 1132 1200 1172 2372 800 1250 6" 6"
SED-V/H-2580-E3-25 7250 1533 2422 450 6904 1332 1400 1372 2372 800 1250 6" 6"
SED-V/H-25.80-E4-25 7250 1533 2422 450 6904 1332 1400 1372 2372 800 1250 6" 6"
SED-V/H-2580-E5-25 ~ 8650 1533 2422 450 8304 1612 1680 1652 2372 800 1250 6" 6
SED-V/H-25.80-E6-2,5 8650 1533 2422 450 8304 _ 1612 _ 1680 _ 1652 2372 800 _ 1250 6 &
SEDV/H-2680-E1-25 ~ 7450 1533 2422 450 7104 1132 1200 1172 2372 800 1250 6" 6"
SED-V/H-2680-E2-25 7450 1533 2422 450 7104 1132 1200 1172 2372 800 1250 6" 6"
SED-V/H-26.80-E3-2,5 ~ 8650 1533 2422 450 8304 1332 1400 1372 2372 800 1250 6" 6
SED-V/H-2680-E4-25 8650 1533 2422 450 8304 1332 1400 1372 2372 800 1250 6" 6"
SED-V/H-26.80-E5-25 = 9850 1533 2422 450 9504 1532 1600 1572 2372 800 1250 6" 6
SED-V/H-26.80-E6-25 9850 1533 2422 450 9504 1532 1600 1572 2372 800 1250 6" 6"
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Teknik Cizim / Technical Drawing

SED-H SERIES
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Genel Ozellikler / Specifications

Batarya

« Bakir borular @1/2" @5/8"

« Fin malzemesi aliminyumdur,

«Lamel arasi 2,1 - 2,5 mm{dir,

« Giris - cikis kolektor malzemesi celik boruludur,
« izin verilen en yiiksek calisma basinci Ps=32 Bar.

Kasetleme
« Galvaniz celik Gizerine RAL 7035 (acik gri) boyalidir.

Fan

« Dusuk ses seviyeli ve bakim gerektirmeyen fanlar
kullanilmaktadir,

« Koruma sinifi IP44/54, monofaze 230V 1~ 50Hz, trifaze
400V 3~ 50Hz,

« Fan konstriksiyonu izolasyon malzeme sinifi F/B, calisma
sicakhgi -40°Cile +60/+65°C arasidir,

« Motorlar icin saatte en fazla 6 kalkis yapilmasi tavsiye edilir,
« Kuru sogutucular dig ortam sartlariicin ve hava tarafi harici
basin¢ distist olmayacadi dikkate alinarak tasarlanmistir,

« Uzun sireli bekleme durumlari icin fan motorlari her ay 2
saat calistirlmahdir,

« Entegre edilmis termistorler motor korumasi icin mutlaka
kullanilmahdir,

Kapasite

« Nominal kapasiteler akiskan giris c¢ikis sicakhg
Tin/out=40/35°C hava giris sicakligi Tai= 25°C, deniz
seviyesinde %30 glikollu olarak hesaplanmistir,

- Kapasiteler ayni zamanda farkli ses seviyelerine gore
hesaplanmistir.

Secenekler

- Cift akigkan devreli imalat,

« Adyabatik sogutucu ped,

« Bakir kollektor,

« Farkli dis kabin rengi,

«Trifaze 400V 3~50 Hz Fan,

. Katalogda belirtiimeyen 6zel Uriinler icin litfen satis
departmanit ile irtibata geciniz,

Notlar
« Montaj, Bakim, Tasima ve Kaldirma detaylari icin kullanim
Kilavuzuna basvurunuz.

Aksesuarlar
« Pako salter,

info@sarbuz.com

Coils

- Copper tubes @1/2", @5/8",

- Fins made of aluminium,

« Fin spacingis 2,1-2,5 mm,

- Header inlet and outlet tube connections made of steel,
« Admissible pressure Ps=32 Bar.

Casing
- Galvanized steel sheet painted to RAL 7035 (light grey).

Fans

- Low-noise axial fans with maintenance free motors,

- Protection class IP44/54, single phase 230V 1~ 50Hz, three
phase 400V 3~ 50Hz,

- Constructions insulation material class F/B, admissible
temperature -40°C up to +60/+655°C, i
« Maximum start up recommended for motors is 6 per hour,
« Dry coolers are designed for outdoor operation with no
external pressure drops being considered,

- In case of long periods of non operation the motors must
be operated every month for 2 hours,

« The integral thermo contacts (thermistors) must be used
as motor protection,

Capacity

- The nominal capacities calculated that refer to an inlet/
outlet fluid flow temperature Tc= 40/35°C at and air inlet |
temperature Tai= 25°C, 30% glycol rate,

- Capacities are calculated for difference noise levels

Options

« Two refrigerant circuit,

- Adiabatic cooler pad,

- Copper header,

- Different casing color,

«Three phase 400V 3~50Hz fans

+ Please keep in touch with our sales department about
your special needs that are not mentioned in the catalogue. %

Notes
«Please check ouruser manuelforinstallation, maintenance,
carrying and lifting details.

Accessories
« Repair Switch,
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